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AC4/32 8MM
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AC5/33 8MM 4V



WORLD’S FIRST ECO LABEL “BLUE ANGEL” BELONGS 

TO FLOORPAN FOR THE FIRST TIME IN TURKEY

“The Blue Angel” is a certificate stating that laminate flooring products do not contain any 

chemicals that could be hazardous to health or environment.

VOCs (volatile organic compounds) affect indoor air quality. Kastamonu Entegre has the 

VOCs of its products are regularly checked according to the latest standards.

An Environmental Product Declaration (EPD) is an independently verified and registered 

document that communicates transparent and comparable information about the life-

cycle environmental impact of products in a credible way. EPDs are available for Kastamonu 

Entegre products.

Indoor air quality
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Live Fixed!
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PACKAGE kg 

      FLOORPAN FIX 7x197x1205 mm 7 mm Authentic 12  Pieces 22,85 m 60 Pieces ~17 kg

SE: SELECT / KASTAMONU

PANEL SIZE      PRODUCT THICKNESS SURFACE PANEL / PACKAGE 2 PACKAGE / PALLETPACKAGE m PACKAGE kg

197 mm

1
2
0
5
 m

m

THE ADVANTAGES
OF FLOORPAN LAMINATE FLOORING

SUITABLE FOR UNDERFLOOR HEATING

RESISTANT TO POINT STRIKES

BASE PANEL, HIGH DENSITY FIBERBOARD

FAST AND EASY ASSEMBLY

ENVIRONMENTALLY FRIENDLY

RESISTANT TO UV RAYS

RESISTANT TO CIGARETTE FIRE

EASILY CLEANED AND MAINTAINED, HYGIENIC

RESISTANT TO FURNITURE WHEEL ABRASION

RESISTANT TO SCRATCH

NOT AFFECTED BY STAINS

E1 GRADE

LAMINATE FLOORING CLASSIFICATION

≥ 500 ≥ 1000

Min. 4 (group 1 and 2)
Min. 3 (group 3)

Min. 5 (group 1 and 2)
Min. 4 (group 3)

Min. 5 
(group 1,2 

≥ 2000

and 3)

≥ 4000 ≥ 6000 ≥ 8500

21 22 23 31 32 33 34

AC1 AC2 AC3 AC4 AC5 AC6

CLASS

UTILIZATION

ABRASION RESISTANCE

RESISTANCE TO STAINS

THICKNESS mm 7 EN 13329+A1

WIDTH mm 197 EN 13329+A1

LENGHT mm 1205 EN 13329+A1

SURFACE Authentic

EUROPEAN STANDARD - EN13329

PACKAGE THE DETAILS
PIECE

2M
KG

PALLET THE DETAILS
PIECE

2M
KG

CLASS - 31 EN 13329+A1

ABRASION RESISTANCE - AC3 EN 13329+A1

THICKNESS SWELLING % ≤18 ISO 24336

RESISTANCE TO IMPACT
N

mm

≥8

≥500

EN 13329+A1 

EN 13329+A1

WARRANTY DOMESTIC / COMMERCIAL Years 10/5 -

RESISTANCE TO STAINING - Min. 5 (group 1 and 2) Min. 4 (group 3) EN 438

SURCAFE SOUNDNESS N/mm² ≥1.0 EN 13329+A1

LOCK STRENGTH
kN/m

kN/m

-

-
ISO 24334

EFFECT OF A CASTOR CHAIR
25.000
Cycles

No Damage EN 425:2002

EFFECT OF A FURNITURE LEG - No Damage EN 424

OPENING BETWEEN ELEMENTS mm ≤0,20 EN 13329+A1

HEIGHT DIFFIRENCE BETWEEN ELEMENTS mm ≤0,15 EN 13329+A1

MOISTURE CONTENT % 4-10 EN 322

FIRE RESISTANCE Class C
fl
S1 EN 9239-1

FORMALDEHYDE EMISSION mg/m²h ≤3,5 (E1) EN 12460-3

TECHNICAL DATA SHEET 

7 MM - CLASS 31 - AC3

SMALL BALL

LARGE BALL

LENGHT

WIDTH

12 piece / 1 package

60 package / 1 pallet

17 kg

1060 kg

22,849 m

2170,94 m

Enjoy Comfort Anywhere With Floorpan!

Our products can also be 
produced with FSC and CARB 

certification upon request.
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FF006 MUSON

4

FF006 MUSONSurface: Authentic 

FLOORPAN FIX
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Surface: Timberland

Enjoy Comfort Anywhere with Floorpan!
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FLOORPAN CLASSIC

Surface: TimberlandFC074 OPAK MEŞE FC074 OPAK MEŞE
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FLOORPAN CLASSIC

Surface: TimberlandFC048 ASSOS MEŞE FC048 ASSOS MEŞE
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197 mm

SE: SELECT / KASTAMONU EX: EXCLUSIVE / GEBZE PL: PLUS / ADANA

      FLOORPAN CLASSIC
8x197x1205 mm

8 mm Timberland 8  Pieces ~14 kg60 Pieces

PANEL SIZE      PRODUCT THICKNESS SURFACE PANEL / PACKAGE 2 PACKAGE / PALLETPACKAGE m PACKAGE kg

THE ADVANTAGES
OF FLOORPAN LAMINATE FLOORING

SUITABLE FOR UNDERFLOOR HEATING

RESISTANT TO POINT STRIKES

BASE PANEL, HIGH DENSITY FIBERBOARD

FAST AND EASY ASSEMBLY

ENVIRONMENTALLY FRIENDLY

RESISTANT TO UV RAYS

RESISTANT TO CIGARETTE FIRE

EASILY CLEANED AND MAINTAINED, HYGIENIC

RESISTANT TO FURNITURE WHEEL ABRASION

RESISTANT TO SCRATCH

NOT AFFECTED BY STAINS

E1 GRADE

LAMINATE FLOORING CLASSIFICATION

≥ 500 ≥ 1000

Min. 4 (group 1 and 2)
Min. 3 (group 3)

Min. 5 (group 1 and 2)
Min. 4 (group 3)

Min. 5 
(group 1,2 

≥ 2000

and 3)

≥ 4000 ≥ 6000 ≥ 8500

21 22 23 31 32 33 34

AC1 AC2 AC3 AC4 AC5 AC6

CLASS

UTILIZATION

ABRASION RESISTANCE

RESISTANCE TO STAINS

 1312

THICKNESS mm 8 EN 13329+A1

WIDTH mm 197 EN 13329+A1

LENGHT mm 1205 EN 13329+A1

SURFACE Timberland

EUROPEAN STANDARD - EN13329

PACKAGE THE DETAILS
PIECE

2M
KG

PALLET THE DETAILS
PIECE

2M
KG

CLASS - 32 EN 13329+A1

ABRASION RESISTANCE - AC4 EN 13329+A1

THICKNESS SWELLING % ≤18 ISO 24336

RESISTANCE TO IMPACT
N

mm

≥12

≥750

EN 13329+A1 

EN 13329+A1

WARRANTY DOMESTIC / COMMERCIAL Years 15/10 -

RESISTANCE TO STAINING - Min. 5 (group 1 and 2) Min. 4 (group 3) EN 438

SURCAFE SOUNDNESS N/mm² ≥1.25 EN 13329+A1

LOCK STRENGTH
kN/m

kN/m

fl0,2 ≥ 1

fs0,2 ≥2
ISO 24334

EFFECT OF CASTOR CHAIRª
25.000
Cycles

No Damageª bEN 425:2002

EFFECT OF A FURNITURE LEG -
No damage shall be visible when tested 

with foot type 0
EN 424

OPENING BETWEEN ELEMENTS. (0) mm
0 average ≤ 0,15 mm

0 max. ≤ 0,20 mm
EN 13329+A1

HEIGHT DIFFERENCE BETWEEN ELEMENTS, (H) mm
h average ≤ 0,10 mm

h max. ≤ 0,15 mm
EN 13329+A1

MOISTURE CONTENT % 4-10 EN 322

FIRE RESISTANCE Class C
fl
S1 EN 9239-1

FORMALDEHYDE EMISSION mg/m²h ≤3,5 (E1) EN 12460-3

TECHNICAL DATA SHEET 

8 MM - CLASS 32 - AC4

SMALL BALL

LARGE BALL

LENGHT

WIDTH

8 piece / 1 package

60 package / 1 pallet

14 kg

840 kg

21,899 m

2113,94 m

Enjoy Comfort Anywhere With Floorpan!

Our products can also be 
produced with FSC and CARB 

certification upon request.



Surface: Authentic
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Feel the magical atmosphere of the cities in 
your living spaces with FLOORPAN URBAN
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Surface: Authentic

 25

FU007 PEKİN FU007 PEKİN

FLOORPAN URBAN

 1615



Surface: Authentic
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FU011 MOSKOVA
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FLOORPAN URBAN

FU011 MOSKOVA
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      FLOORPAN URBAN AC5/33 V4 8x197x1205 mm 8 mm  Authentic 8 Pieces 21,89 m 60 Pieces ~14 kg

PANEL SIZE      PRODUCT THICKNESS SURFACE PANEL / PACKAGE 2 PACKAGE / PALLETPACKAGE m PACKAGE kg

THE ADVANTAGES
OF FLOORPAN LAMINATE FLOORING

SUITABLE FOR UNDERFLOOR HEATING

RESISTANT TO POINT STRIKES

BASE PANEL, HIGH DENSITY FIBERBOARD

FAST AND EASY ASSEMBLY

ENVIRONMENTALLY FRIENDLY

RESISTANT TO UV RAYS

RESISTANT TO CIGARETTE FIRE

EASILY CLEANED AND MAINTAINED, HYGIENIC

RESISTANT TO FURNITURE WHEEL ABRASION

RESISTANT TO SCRATCH

NOT AFFECTED BY STAINS

E1 GRADE

LAMINATE FLOORING CLASSIFICATION

≥ 500 ≥ 1000

Min. 4 (group 1 and 2)
Min. 3 (group 3)

Min. 5 (group 1 and 2)
Min. 4 (group 3)

Min. 5 
(group 1,2 

≥ 2000

and 3)

≥ 4000 ≥ 6000 ≥ 8500

21 22 23 31 32 33 34

AC1 AC2 AC3 AC4 AC5 AC6

CLASS

UTILIZATION

ABRASION RESISTANCE

RESISTANCE TO STAINS

PL: PLUS / ADANA  SE: SELECT / KASTAMONU

THICKNESS mm 8 EN 13329+A1

WIDTH mm 197 EN 13329+A1

LENGHT mm 1205 EN 13329+A1

SURFACE Authentic

EUROPEAN STANDARD - EN 13329

PACKAGE DETAILS
PIECE

2M
KG

PALLET DETAILS
PIECE

2M
KG

CLASS - 33 EN 13329+A1

ABRASION RESISTANCE - AC5 EN 13329+A1

THICKNESS SWELLING % ≤15 ISO 24336

RESISTANCE TO IMPACT
N

mm

≥15

≥1000
EN 13329+A1 

WARRANTY DOMESTIC / COMMERCIAL Years 25/15 -

RESISTANCE TO STAINING - Min. 5 (group 1 and 2) Min. 4 (group 3) EN 438-2_5

SURFACE SOUNDNESS N/mm² ≥1.25 EN 13329+A1

LOCK STRENGTH
kN/m

kN/m

fl0,2 ≥ 1

fs0,2 ≥ 2
ISO 24334

EFFECT OF A CASTOR CHAIR
25.000
Cycles

No Damage EN 425:2002

EFFECT OF A FURNITURE LEG - No Damage EN 424

OPENING BETWEEN ELEMENTS mm ≤0,20 EN 13329+A1

HEIGHT DIFFERENCE BETWEEN ELEMENTS mm ≤0,15 EN 13329+A1

MOISTURE CONTENT % 4-10 EN 322

FIRE RESISTANCE Class C
fl
S1 EN 9239-1

FORMALDEHYDE RELEASE mg/m²h ≤3,5 (E1) EN 12460-3

SLIP RESISTANCE Class DS EN 14041:2008

THERMAL CONDUCTIVITY W/(m�K) 0.15 EN 12667:2001

SOUND RATING dB 15 ISO 717-2

TECHNICAL DATA SHEET 

8 MM - CLASS 33 - AC5

SMALL BALL

LARGE BALL

LENGHT

WIDTH

8 pieces / 1 package

60 packages / 1 pallet

13,9 kg

840 kg

21,899 m

2113,94 m

Our products can also be 
produced with FSC  and CARB 

certification upon request.

Enjoy Comfort Anywhere With Floorpan!
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RODAPÉ EM PVC MACIÇO
Rodapé em PVC Expandido revestido a PVC/PVM

70 x 14 x 2500 mm

Dimensões
R08.70.14-

14

R08.100.14-
14

70

100

100 x 14 x 2500 mm
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PERFIL DE DESNÍVEL -ref: P.C40 PERFIL DE LIGAÇÃO -ref: P.T40 PERFIL DE REMATE -ref: P.F30
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 evesperfil
Perfis e Revestimentos, Lda R

With all technical details and 3D images, Kastamonu Entegre products are 
available on your mobile phones and tablets. Download IDS 3D(Interior Design 
Studio 3D) application at your application store now and experience the 
reality!

You can download IDS 3D by searching it at your
application store or scanning the QR codes.


