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SPC Wall Panel Technical Data

 

Specimen:  200×200×4.5mm

Mass applied: 0.40±0.02kg
Load time: 5s

Ave. : 4.47mm

Max.: 4.49mm

Min. : 4.46mm

ISO 24346Overall Thickness

ISO 23999
Dimensional 
stability

Curling

Colour Fastness 
to Light

Reaction to Fire 
& Smoke Production

Formaldehyde
Emission

Chemical
Resistance

ISO 105-B02

EN 13501-1

EN 717-1

ASTM F925-13

Blue wool scale Grade 6/L7

B-s1

ISO 23999 Average: 0.07mm

Excellent, Average: 

X Direction:  0.02% 

Y Direction: -0.04%
Specimens:  240×228×5.0mm, 3pcs

Condition: (23±2)°C, (50±5)%RH,  

24h → 80±2°C, 360min → (23±2)°C, 

(50±5)%RH, 24h

B-s1 Classication

Critical Flux: ≥8.0kW/m

Flame Spread: ≤150mm within 20s

Smoke value as % x min: ≤750

Method Detection Limit: 0.080 

mg/m3

No more than a slight change in 

surface dulling, surface attack or 

staining

Not Detected

E0 Class

Formaldehyde free

Rating 0: No change

Product-Content
Safety

REACH-SVHC
≤ 0.1% (1000PPM) of the total 

product
Pass

B

R10

Dimension ISO 24342
Length deviation≤0.05mm
Length deviation≤0.05mm

Length deviation≤0.05mm
Width deviation≤0.04mm

 

ISO 24342

Specimen:

2600 x 600 x 4.5mm

Squareness

ISO 24342

Deviation range: 

X Direction: 

0.00~+0.15mm 

Y Direction:

 0.00~+0.10mm

Deviation range: 

X Direction: 

0.00~+0.10mm 

Y Direction: 

0.00~+0.05mm

Straightness


